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ABSTRACT  18 

The inspection of cracks in complex engineering structures is increasingly important, as crack 19 

characteristics serve as a key indicator for Structural Health Monitoring (SHM). However, 20 

accurately segmenting and realistically reconstructing three-dimensional (3D) complex cracks 21 

remains challenging in the field of civil engineering. To this end, this paper proposes a 22 

computer vision method, by introducing a fine-tuning Segment Anything Model (SAM), and 23 

further proposing the Adaptive View 3D Gaussian Splatting (AVGS). Firstly, in the two-24 

dimensional (2D) domain, the fine-tuning SAM is used to robustly segment cracks from 25 

multiple camera views. Then, in the 3D domain, the proposed AVGS is to realistically 26 

reconstruct 3D cracks and engineering structures, by developing adaptive sampling, spatially-27 

aware densification, and multi-view geometric consistency. The proposed method has been 28 

applied in three complex engineering structures. Results show that the method can realistically 29 

reconstruct and segment both 3D engineering structures and detailed cracks. This capability 30 

will offer valuable technical support for advancing intelligent inspection and SHM applications, 31 

throughout the entire urban pre- and post-disaster process. 32 

Keywords: Structural health monitoring, crack segmentation, computer vision, 3D crack 33 
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1. Introduction      35 

Civil infrastructures provide the essential backbone for societal progress, facilitating both 36 

industrial advancement and daily convenience [1, 2]. With the rapid expansion of engineering 37 

projects in recent years, growing attention has been directed toward the inspection, operation, 38 

and maintenance of critical assets [3]. Among various potential defects, cracks are 39 

particularly prevalent [4]. They may compromise stiffness and load-bearing capacity, 40 

accelerate reinforcement corrosion, and ultimately threaten structural safety and service life 41 

[5, 6]. Consequently, reliable crack detection plays a very essential role in Structural Health 42 

Monitoring (SHM) [7, 8]. 43 

     Manual inspection is a common method for detecting cracks in civil infrastructures [9], 44 

Nevertheless, this approach may be influenced by several limitations, including overall 45 

inefficiency, high labor intensity, extended inspection cycles, and considerable safety risks 46 

[10]. With the rapid progress of robotic systems and navigation technologies, automated 47 

inspection based on computer vision has become increasingly integrated into intelligent 48 

construction and infrastructure management [11]. A variety of automated platforms, such as 49 

pipeline robots [12], wall-climbing robots [13], remotely operated vehicles [14], and 50 

Unmanned Aerial Vehicles (UAVs) [15], have been designed and deployed to undertake 51 

diverse crack inspection tasks. These robotic systems substantially enhance efficiency while 52 

reducing the likelihood of accidents [16]. However, each inspection mission often generates 53 

an overwhelming volume of images and video sequences, and filtering out defect-relevant 54 

content from this redundant data stream continues to pose a significant research challenge. 55 

     Existing computer vision studies for crack detection can be divided into traditional 56 

approaches and machine learning-based methods. Traditional approaches mainly include 57 

thresholding, edge detection, region segmentation, and matching strategies. For example, 58 

fatigue cracks near bridge I-beam bolt connections have been successfully detected using the 59 
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Frangi filter combined with the Canny edge detector [17]. Comparative studies of edge 60 

detection algorithms, such as the Fast Haar Transform (FHT), Fast Fourier Transform (FFT), 61 

Sobel, and Canny, have shown that FHT provides superior accuracy in bridge crack 62 

identification [18]. In addition, the Neighborhood Histogram Difference Method (NHDM) 63 

has been developed to segment cracks by exploiting their continuity and the relationship 64 

between threshold values and image standard deviation [19]. In recent years, with the rapid 65 

advancement of machine learning, particularly deep learning, these techniques have been 66 

employed for the autonomous detection of structural defects, with models mainly categorized 67 

into Convolutional Neural Network (CNN)-based and Transformer-based [20]. In CNN-68 

based methods, the Mask Region-Based CNN (Mask R-CNN) has been used to detect cracks 69 

from UAVs and integrated into operational platforms [21]. Many versions of You Only Look 70 

Once (YOLO) have been applied to enhance the efficiency and accuracy of real-time bridge 71 

crack detection under complex backgrounds [22]. In addition, an improved DeepLabv3+ 72 

semantic segmentation network has been applied to crack segmentation, leading to more 73 

precise delineation of crack details [23]. In Transformer-based methods, the Swin 74 

Transformer architecture has also been applied [24], achieving superior performance in road 75 

crack detection compared with models using U-shaped Convolutional Network (UNet) and 76 

Residual Neural Network (ResNet) backbones. PoolingCrack [25], an efficient Transformer-77 

based model, has been proposed by leveraging a hierarchical structure to capture local and 78 

global information in images, enabling accurate recovery of crack maps in various conditions.  79 

However, these approaches face a fundamental challenge in that they require large volumes 80 

of labeled crack data for training, which is both naturally scarce and expensive to annotate 81 

manually, as structures ideally contain few defects. Recent advances in generative Artificial 82 

Intelligence (AI) have shown promise in addressing data scarcity through synthetic data 83 

generation [26]. Complementary to data augmentation approaches, foundation models offer 84 



 4 

another pathway by leveraging transfer learning from massive pre-existing datasets. Without 85 

sufficient model capacity and generalization capability, approaches may struggle to 86 

accurately identify cracks in diverse unseen cases. Without sufficient diverse training 87 

examples, models may struggle to accurately identify cracks and generalize to unseen cases. 88 

Furthermore, the aforementioned methods are limited to crack identification in two-89 

dimensional (2D) planes, while in practice, structural cracks exist in three-dimensional (3D) 90 

space with complex geometric characteristics that require spatial depth information for 91 

comprehensive assessment. Accordingly, various 3D reconstruction techniques have been 92 

developed and can be categorized based on their underlying principles. These methods 93 

provide feasibility for reconstructing 3D complex cracks and engineering structures from 94 

multi-view 2D crack segmentation images based on the aforementioned 2D segmentation 95 

methods, thereby bridging 2D detection with 3D spatial analysis. Traditional geometry-based 96 

methods can be roughly categorized into real-time Simultaneous Localization and Mapping 97 

(SLAM) methods, and slightly slower methods of Multi-View Stereo (MVS). In visual 98 

SLAM, monocular or RGB-D cameras capture images, from which feature points are 99 

extracted for camera pose estimation and map construction. Such camera-only systems have 100 

been effectively applied to 3D reconstruction of engineering structures [27]. However, 101 

camera-only SLAM produces sparse reconstructions insufficient for detailed crack detection. 102 

Current research, therefore, focuses on multi-sensor fusion SLAM integrating visual and 103 

LiDAR data for precise 3D crack mapping [28]. Although SLAM can achieve real-time 3D 104 

reconstruction for crack mapping, the reconstruction quality still has room for improvement, 105 

with accuracy generally lower than MVS methods [4]. Moreover, optimization strategies and 106 

enhanced hardware equipment are required to meet the precision demands of structural crack 107 

analysis. In MVS [29], sparse 3D point clouds are firstly reconstructed from multi-view 108 

images using Structure from Motion (SfM) [30], then densified through MVS algorithms to 109 
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generate dense reconstructions. Recent research [31] has integrated pixel-level segmentation 110 

with MVS to detect 3D complex cracks, achieving 1.3% error in length and 0.15 mm in width 111 

measurements, demonstrating MVS's advantages for precise 3D crack analysis. Beyond these 112 

geometry-based reconstruction methods, robotic platforms equipped with various 3D sensing 113 

technologies have been successfully deployed for practical structural inspection applications. 114 

Torok et al. [32] proposed an image-based 3D reconstruction approach for automated crack 115 

detection in post-disaster building assessment. Ghadimzadeh Alamdari and Ebrahimkhanlou 116 

[33] developed a multi-scale robotic system integrating CNN and laser scanning for precise 117 

hairline crack measurement in concrete structures. Shim et al. [34] introduced a remote 118 

robotic inspection system utilizing stereo vision for 3D concrete damage measurement in 119 

tunnels. These practical implementations demonstrate the increasing maturity of automated 120 

3D inspection technologies for infrastructure health monitoring. More recently, neural 121 

rendering-based methods have emerged as alternatives to traditional geometry-based 122 

approaches, and have been introduced for 3D structure reconstruction. In this regard,  123 

developments in Neural Radiance Field (NeRF) technology have advanced 3D reconstruction 124 

[35], by addressing MVS limitations in texture-less regions and complex surfaces due to 125 

feature matching constraints. The very recent study applied NeRF for crack detection [36], 126 

achieving highly realistic reconstructions while improving both training efficiency and 127 

accuracy compared to traditional MVS approaches. However, NeRF's Multi-Layer 128 

Perceptron (MLP)-based volumetric rendering faces high computational costs and degraded 129 

performance in low-texture areas common in structural surfaces. To address these limitations, 130 

more recently, 3D Gaussian Splatting (3DGS) [37] has been proposed, offering significant 131 

advantages in the computer vision field by substantially reducing computational costs through 132 

probabilistic splatting while achieving superior rendering accuracy with fine structural details. 133 

Despite these promising advantages, to the best of the authors' knowledge, 3DGS has not yet 134 
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been applied to 3D engineering crack reconstruction. 135 

However, a few core challenges to directly applying 3DGS to reconstruct complex 136 

engineering structures and cracks exist. Due to random viewpoint sampling, a fixed 137 

densification threshold, and no explicit geometric consistency modeling, simple regions may 138 

be over-represented while complex cracks or detailed features are under-trained, leading to 139 

missed crucial viewpoints and suboptimal reconstruction [38]. Thus, for complex civil 140 

engineering applications, 3DGS still needs improvement. To this end, firstly, in the 2D 141 

domain, this paper introduces a fine-tuning Segment Anything Model (SAM), which 142 

segments 2D cracks to overcome insufficient detection and poor generalizability. Then, in the 143 

3D domain, an Adaptive View 3DGS (AVGS) is proposed to address 3DGS limitations in 144 

reconstructing complex 3D engineering structures and cracks. The key contributions of this 145 

paper are as follows: 146 

1) This paper fills the research gap of applying 3DGS to 3D crack segmentation and 147 

reconstruction, making it possible for realistic 3D reconstruction of complex 148 

engineering structures and cracks. 149 

2) This paper introduces a fine-tuning SAM for accurately segmenting crack information 150 

in 2D images, providing a crucial basis for the 2D-to-3D crack projection. 151 

3) AVGS is further proposed to improve 3DGS reconstruction quality for 3D complex 152 

engineering structures and cracks, by developing adaptive sampling, spatially-aware 153 

densification, and multi-view geometric consistency. 154 

The remainder of this paper is organized as follows. Backgrounds are reviewed in Section 155 

2, and the proposed methodology is described in Section 3. Validations through practical case 156 

studies are presented in Section 4, and conclusions are provided in Section 5. 157 

 158 
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2. Background 159 

As mentioned above, in this paper, to adaptively reconstruct and segment highly realistic 3D 160 

models of complex engineering structures with fine crack details, firstly, fine-tuning SAM is 161 

introduced to robustly segment crack components from multi-view 2D images, captured from 162 

multiple viewpoints around the practical engineering structure and cracks. These segmented 163 

2D crack results serve as the basis for extracting the crack-specific 3D information. Then, the 164 

proposed AVGS is used to generate highly realistic 3D crack and structural models from the 165 

segmented 2D images. Therefore, in this section, firstly, an overview of backgrounds in 2D 166 

crack segmentation is provided, and then backgrounds in 3D structure reconstruction methods 167 

related to 3DGS are reviewed. 168 

 169 

2.1 2D crack segmentation 170 

In this section, deep learning-based 2D crack segmentation methods are primarily overviewed, 171 

for they have demonstrated significant advantages over traditional image processing 172 

approaches in terms of automatic feature extraction and robustness to environmental variations 173 

such as concrete surface textures and weathering stains that may be misidentified as cracks. 174 

Various architectures have been developed, including Mask R-CNN [21], YOLO [22], 175 

improved DeepLabv3+ [23], Swin Transformer [24], PoolingCrack [25], and Vision 176 

Transformer [39]. However, small models on limited datasets face insufficient identification 177 

capabilities and poor generalizability, necessitating more powerful foundation models and 178 

efficient adaptation strategies. 179 

    To address generalizability issues, vision foundation models offer solutions through 180 

extensive pretraining. Recent studies have explored various AI-driven approaches to tackle 181 

challenges in crack detection. Shao et al. [26] demonstrated that integrating text-to-image 182 

generative models with large language models can synthesize realistic crack images for 183 
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training, achieving up to 60% improvement in precision compared to models trained solely on 184 

real-world data. Such generative approaches effectively augment training datasets by creating 185 

diverse synthetic examples. Foundation models like SAM complement these efforts by 186 

providing robust feature representations learned from extensive pretraining. SAM is a 187 

foundation model for semantic segmentation, trained on over 1 billion masks from 11 million 188 

images [40]. However, directly applying SAM for crack segmentation is not feasible as it 189 

provides masks of all instances [41], while crack analysis requires only binary crack masks. 190 

Since SAM lacks crack-related semantics, fine-tuning SAM shows the potential of foundation 191 

model adaptation for specialized crack detection. 192 

    Given computational constraints and limited datasets in civil engineering, transfer learning 193 

techniques become essential for utilizing foundation models. Pretrained weights have been 194 

used to initialize backbones [42], and zero-shot learning classifies unseen classes [43]. 195 

However, full fine-tuning may be impractical due to resource limitations. Therefore, related 196 

methods must be adopted to leverage foundation models. 197 

    To overcome the limitations that make full fine-tuning impractical, parameter-efficient fine-198 

tuning provides an optimal balance between performance and computational resources. 199 

Specifically, this approach selectively fine-tunes the mask decoder weights, Low-Rank 200 

Adaptation (LoRA) matrices within the self-attention layers, and Adapter module parameters, 201 

which collectively account for less than 5% of the total model parameters, while keeping the 202 

image encoder weights frozen. Parameter-efficient fine-tuning  SAM has shown promise in 203 

medical segmentation through SAM-Adapter [44], Adapter-based strategies [45], and Low-204 

Rank Adaptation (LoRA)-based approaches [46], demonstrating potential for specialized 205 

segmentation tasks. Moreover, parameter-efficient fine-tuning SAM, fine-tuned using Adapter 206 

and LoRA, has shown excellent performance for 2D crack segmentation tasks [47]. Given 207 

parameter-efficient fine-tuning SAM's superior 2D crack segmentation capability through 208 
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effective fine crack identification, robustness against complex backgrounds, and precise binary 209 

masks for quantitative analysis, this paper directly introduces this fine-tuning SAM for 210 

effective 2D crack identification before proceeding to the novel 3D reconstruction framework. 211 

 212 

2.2 3D structure reconstruction 213 

3D structure reconstruction fundamentally relies on novel view synthesis [37], which 214 

facilitates consistent comprehension of 3D structures from multiple viewpoints. High-quality 215 

synthesis typically requires that novel viewpoints maintain substantial overlap, commonly 60-216 

80%, with the captured views, with synthesis quality degrading as the overlap decreases [37]. 217 

Early novel view synthesis approaches utilized light fields [48], initially requiring dense 218 

sampling before enabling more flexible image acquisition. The advancement of SfM [30] 219 

enabled novel view generation from unstructured image collections while producing sparse 3D 220 

point clouds during camera calibration. Subsequently, MVS techniques [49, 50] achieved 221 

significantly more detailed 3D reconstructions, enhancing view synthesis capabilities. These 222 

approaches operate by reprojecting and blending input images into novel views guided by 223 

reconstructed geometry. Although generally effective, they may encounter failures when scene 224 

portions are inadequately reconstructed or when spurious geometries such as floating artifacts, 225 

incorrect depth values, and phantom surfaces appear. More recently, neural rendering 226 

approaches [51] have mitigated these limitations and produced superior 3D results without 227 

requiring complete input image storage on GPUs. 228 

    Deep learning techniques have also been extensively adopted for novel view synthesis [52], 229 

primarily for estimating blending weights [49] or developing texture-space solutions [50]. 230 

Multi-View Networks (MVNet) [53] exemplifies this integration by combining deep learning 231 

with MVS through constructing 3D cost volumes from multiple views and employing 3D 232 

CNNs for depth estimation. While it can achieve high-quality reconstructions, it requires 233 
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preparing datasets for different scenes, which may be labor-intensive and limit its scalability 234 

in real-world applications.     235 

     In recent years, NeRF has marked a great advancement in 3D reconstruction in the 236 

computer vision field [35, 54]. NeRF represents a scene as a continuous volumetric function 237 

𝐹𝛾: (𝐱, 𝐝) → (𝐜, 𝜌), where 𝛾 denotes the learnable neural network parameters, 𝐱 ∈ ℝ3 denotes 238 

spatial location, 𝐝 represents viewing direction, 𝐜 ∈ ℝ3 is the RGB color, and 𝜌 ∈ ℝ⁺ is the 239 

volume density. This implicit neural representation is implemented through an MLP that maps 240 

five-dimensional (5D) coordinates to color and density values. For novel view synthesis, NeRF 241 

employs volumetric rendering by casting rays 𝐫(𝑡) = 𝐨 + 𝑡𝐝  from camera origin 𝐨  along 242 

direction 𝐝, where 𝑡 parameterizes points along the ray. The final pixel color 𝑃(𝐫) is computed 243 

by integrating color contributions weighted by density 𝜌 and accumulated transmittance 𝑇(𝑡) 244 

along the ray from near bound 𝑡𝑛 to far bound 𝑡𝑓: 245 

𝑃(𝐫) =  ∫ 𝑇(𝑡) ⋅ 𝜌(𝑟(𝑡)) ⋅ 𝐜(𝐫(𝑡), 𝐝)𝑑𝑡,
𝑡𝑓

𝑡𝑛
                                 (1) 246 

where 𝑇(𝑡)  =  exp(− ∫ 𝜌(𝐫(𝜗)) 𝑑𝜗)
𝑡

𝑡𝑛
 represents the accumulated transmittance along the ray. 247 

NeRF has demonstrated successful applications in practical engineering for reconstructing 248 

3D structures, including buildings [55] and bridges [13], thereby yielding results that closely 249 

approximate practical 3D engineering structures even in textureless regions or complex 250 

surfaces. A very recent study [36] applied NeRF for 3D crack detection, achieving highly 251 

realistic reconstructions with tenfold efficiency improvement and maintaining high 252 

segmentation accuracy. All these studies demonstrate the great potential of NeRF-based 3D 253 

reconstruction methods for crack detection and complex engineering structure reconstruction. 254 

Nevertheless, NeRF reconstructs scenes through MLP optimization via volumetric ray-255 

marching for novel view synthesis, often incurring high computational costs, prolonged 256 

processing times, and visual artifacts. Furthermore, NeRF's heavy dependence on abundant 257 
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visual textures leads to degraded performance in low-texture regions commonly encountered 258 

in complex engineering structures with fine details. 259 

 More recently, 3DGS [37] dramatically reduces NeRF's computational burden through a 260 

probabilistic splatting methodology that uses explicit 3D Gaussian primitives rather than 261 

implicit neural representations. Essentially, 3DGS, MVS, and NeRF rely on sparse point 262 

clouds and camera poses from SfM [30] involving the steps of correspondence search and 263 

incremental reconstruction, and are then refined into dense point clouds for high-fidelity 264 

reconstruction. Specifically, 3DGS represents the scene as a collection of 3D Gaussians, where 265 

each Gaussian 𝑖  is defined by its mean position 𝜇𝑖 , 3D covariance matrix 𝜎𝑖 , opacity 𝛽𝑖 ∈266 

 [0,1], and view-dependent color 𝑝𝑖.  267 

 The core rendering process of 3DGS relies on differentiable splatting: each 3D Gaussian is 268 

projected onto the 2D image plane by transforming its covariance matrix: 269 

𝜎′ = 𝐽𝜎𝐽𝑇 ,                                                          (2) 270 

where 𝐽  is the aacobian of the projective transformation. Then the color of each pixel is 271 

computed by alpha blending these ordered Gaussians: 272 

𝑃 = ∑ 𝑝𝑖 ⋅ 𝛽𝑖
′

𝑖 ⋅ ∏ (1 − 𝛽𝑗
′)𝑖−1

𝑗=1 ,                                            (3) 273 

where 𝛽𝑖
′ is the 2D projected opacity obtained by projecting the 3D Gaussian onto the image 274 

plane, and the product term represents the accumulated transmittance from front-to-back 275 

compositing. This explicit representation enables efficient real-time rendering while 276 

improving accuracy by better handling view-dependent effects and fine structural details. 277 

 During training, the loss function is defined as follows: 278 

ℒ = (1 − 𝜆D−SSIM)ℒ1 + 𝜆D−SSIMℒD−SSIM,                                    (4) 279 

where ℒ1 =
1

𝑁
∑ |𝐼𝑖

render − 𝐼𝑖
gt

|𝑁
𝑖=1   measures the 𝐿1  distance between the rendered image 280 

𝐼render and the ground-truth image 𝐼gt. ℒD−SSIM is the Differential Structural Similarity Index 281 
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Measure (D-SSIM) loss calculated by ℒD−SSIM = 1 − SSIM(𝐼render − 𝐼gt) , 𝑁  is the total 282 

number of pixels, and 𝜆D−SSIM is the balancing coefficient, typically set to 0.2 [37].  283 

Moreover, density control adaptively refines the Gaussian set during optimization. For each 284 

Gaussian 𝑖 with the projected 2D position 𝜇𝑖
2D, the positional gradient magnitude accumulated 285 

over training views is computed as: 286 

‖∇𝜇𝑖
2Dℒ‖ =

1

𝑀
∑ ‖∇𝜇𝑖

2Dℒ𝑚‖ ,𝑀
𝑚=1                                         (5) 287 

where 𝑀 is the number of views where the Gaussian is visible and ℒ𝑚 is the rendering loss 288 

from view 𝑚. Based on this gradient, the implementation of density control can be divided as: 289 

(1) Densification: When ‖∇𝜇𝑖
2Dℒ‖ > 𝜏density, the Gaussian is cloned if its scale is small, or 290 

split into smaller primitives if its scale is large; 291 

(2) Pruning: Gaussians with opacity 𝛽𝑖 < 𝜏𝛽 or excessively large scales are removed. 292 

This adaptive mechanism allows the model to add Gaussians in under-reconstructed regions 293 

and remove redundant ones, thereby better representing scene geometry while maintaining 294 

computational efficiency. The overall intuitive procedures are shown in Fig. 1. 295 

However, the standard Gaussian densification strategy uses a fixed-threshold mechanism 296 

with 𝜏density  typically set to 0.005. Three main issues should be addressed: 1) training 297 

viewpoints are sampled completely at random, ignoring their varying contributions to 298 

reconstruction quality; 2) the densification threshold is globally fixed and cannot adapt to 299 

spatial variations in reconstruction difficulty; 3) multi-view training does not explicitly model 300 

geometric consistency or spatial coverage, which may result in under-sampling in some 301 

regions and redundancy in others. These issues make it difficult to accurately reconstruct 302 

cracks and complex engineering structures, as fine details may be undertrained, spatial 303 

heterogeneity cannot be well captured, and some critical regions may remain insufficiently 304 

reconstructed.  305 
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 306 

                            (a) Projection                                                    (b) Adaptive control 307 

Fig.1. Key procedures in 3DGS for processing 3D Gaussians. 308 

3. Methodology 309 

The overview of the proposed method, for reconstructing and segmenting 3D models of 310 

complex cracks and engineering structures, is shown in Fig. 2. In general, the related 311 

implementations can be roughly divided into two steps, 1) robust multi-view 2D crack 312 

segmentation based on fine-tuning SAM, and 2) realistic 3D structure model reconstruction 313 

using the proposed AVGS. It should be noted that fine-tuned SAM is used solely for 2D 314 

segmentation to generate binary masks for visualization and evaluation. AVGS does not 315 

explicitly utilize mask information to bias densification or weight loss. The adaptive 316 

mechanisms operate purely based on reconstruction errors and geometric properties without 317 

semantic guidance. 318 

 319 

3.1 Fine-tuning SAM for 2D crack segmentation 320 

The fine-tuning SAM includes three essential parts: an image encoder, a prompt encoder, and 321 

a mask decoder. Since previous studies [44, 45, 47] have demonstrated the robustness and 322 

effectiveness of the SAM architecture through fine-tuning without structural modifications, 323 

this paper also uses the original architecture and uses a crack dataset for fine-tuning. It should 324 

be noted that the mathematical formulations in this section are specific to 2D crack 325 
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segmentation, distinct from the NeRF and 3DGS notation introduced earlier and the 3D 326 

structure reconstruction framework presented in later sections. 327 

 328 

Fig.2. Overview of the proposed method. 329 

The Vision Transformer block comprises two essential components: window attention and 330 

an MLP. The input patches 𝑥 ∈ ℝ𝐻×𝐵×𝐶 (where 𝐻, 𝐵 are height, width of the feature map, and 331 

𝐶  is the channel number), are divided into windows of size 𝜔 × 𝜔, yielding a total of 𝑁 332 

windows, each denoted as 𝑥 ∈ ℝ𝑁×𝜔×𝜔×𝐶 , where 𝑁 = 𝐻 × 𝐵/𝜔2  is the total number of 333 

windows. The size of each window is chosen as 14, following the configuration in [47]. Then, 334 

a multihead self-attention mechanism is applied to 𝑥.  335 

The input 𝑥 is divided along the channel dimension and input to several attention heads. 336 

Then, the query 𝑄𝑖, key 𝐾𝑖, and value 𝑉𝑖 vectors are generated by learnable weight matrices 337 

𝑊𝑄𝑖
, 𝑊𝐾𝑖

, and 𝑊𝑉𝑖
, with bias terms 𝑏𝑄𝑖

, 𝑏𝐾𝑖
, and 𝑏𝑉𝑖

: 338 

𝑄𝑖 = 𝑊𝑄𝑖
𝑥𝑖 + 𝑏𝑄𝑖

,                                                       (6) 339 

𝐾𝑖 = 𝑊𝐾𝑖
𝑥𝑖 + 𝑏𝐾𝑖

,                                                       (7) 340 
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𝑉𝑖 = 𝑊𝑉𝑖
𝑥𝑖 + 𝑏𝑉𝑖

,                                                      (8) 341 

where 𝑥𝑖 denotes the input feature subset assigned to the 𝑖-th attention head. 342 

The similarity between 𝑄 and 𝐾 is then calculated using the dot product, and the resulting 343 

scores are scaled by√𝑑𝑘 (where 𝑑𝑘 is the dimension of the key vectors). The output is then 344 

scaled using the softmax function for normalization, after adding learnable positional 345 

embeddings (denoted as pos). Each head’s output can be generated by multiplying 𝑉𝑖: 346 

 Atten𝑖 = softmax (
𝑄𝑖𝐾𝑖

𝑇

√𝑑𝑘
+ pos) 𝑉𝑖,                                        (9) 347 

where Atten𝑖 represents the attention output of the 𝑖-th head. The outputs of each head are 348 

concatenated and fed into a linear layer. Finally, the windows are rearranged back to the 349 

original size of 𝑥o ∈ ℝ𝐻×𝐵×𝐶. 350 

    The MLP consists of fully connected layers, firstly increasing the initial dimension by a 351 

factor of four, and then reducing it, using Gaussian Error Linear Unit (GELU) as the activation 352 

function [56]. This expansion-contraction structure can increase model expressiveness by 353 

projecting features into a higher-dimensional space where complex non-linear transformations 354 

can be more effectively learned, before compressing back to the original dimensionality. The 355 

expansion ratio of four is a standard choice in Transformer architectures [47], empirically 356 

shown to provide an effective balance between model capacity and computational efficiency. 357 

Both modules incorporate Layer Normalization (LN) [57] and residual connections [58]. 358 

Firstly, the image encoder uses Mean Absolute Error (MAE)-pretrained Vision Transformer  359 

[59] with patch embedding (16×16 convolution, stride 16), positional embeddings, a neck, and 360 

a Vision Transformer backbone. Vision Transformer-Huge is selected over smaller variants 361 

such as Vision Transformer-Base or Vision Transformer-Large because crack segmentation 362 

requires substantial model capacity to handle the inherent challenges of the task. In this paper, 363 

Vision Transformer-Huge configuration employs 𝑑 = 1280  embedding dimension, 32 364 



 16 

transformer blocks, and 16 attention heads to address these challenges. The high-dimensional 365 

embedding space of 1280 enables fine-grained discrimination between subtle crack intensity 366 

variations and background noise. The deep 32-block architecture allows progressive feature 367 

refinement from coarse crack localization to precise boundary delineation. Multiple attention 368 

heads capture crack characteristics across different orientations and scales simultaneously, 369 

which is essential for detecting complex crack patterns. The 16×16 patch size can balance 370 

spatial granularity with contextual information, preserving fine crack details while maintaining 371 

sufficient local context to distinguish cracks from similar linear features. The neck reduces 372 

dimensions to 256 through pointwise and 3 × 3 convolutions with LN. The output is 𝑧 ∈373 

ℝ256×𝐻/16×𝐶/16 (where 𝑧 is the compressed image embedding). 374 

    Secondly, for the prompt encoder, since crack segmentation has a predetermined target, the 375 

prompt encoder incorporates a learnable default embedding vector, which is combined with 376 

the image embedding at all spatial locations. 377 

    Thirdly, for the mask decoder, learnable tokens, together with the prompt embeddings, are 378 

input to a two-layer bidirectional Transformer that performs: (1) self-attention on tokens; (2) 379 

cross-attention from tokens to image embedding; (3) MLP token update; (4) image-to-token 380 

cross-attention, with residual connections and LN throughout. Transposed convolutions (stride 381 

2, kernel 2×2) with GELU and LN upsample the embedding. High-resolution binary masks 382 

𝑀 ∈ {0,1}𝐻×𝐵  are generated via bilinear interpolation. Parameter-efficient fine-tuning is 383 

applied in Vision Transformer blocks, and the prompt encoder and mask decoder are also fine-384 

tuned [46]. 385 

    Among various parameter-efficient fine-tuning methods, Adapter is used since its flexible 386 

insertion at multiple strategic positions, efficient domain-specific pattern capture through 387 

bottleneck structure,  and robust cross-task performance [45]. Adapters are added following 388 

attention layers and in parallelly with MLP. The Adapter uses a down-projection matrix 𝑊down, 389 
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GELU activation, up-projection matrix 𝑊up with residual connection, with down-projection 390 

and up-projection bias terms 𝑏down and 𝑏up: 391 

𝑥′ = (𝑊up(GELU(𝑊down𝑥 + 𝑏down) + 𝑏up)) + 𝑥                                (10) 392 

For parallel MLP Adapter with scaling factor 𝑠𝑓: 393 

𝑥𝑚
′ = 𝑠𝑓 ⋅ (𝑊up (GELU(𝑊down ⋅ LN(𝑥𝑚)))) + MLP(LN(𝑥𝑚)) + 𝑥𝑚,               (11) 394 

where 𝑥𝑚 is the original input features of MLP, and 𝑥𝑚
′  is the output of the MLP processed by 395 

the parallel Adapter.  396 

Training is conducted using a combined loss function where cross-entropy loss and Dice 397 

loss are weighted with coefficients of 0.2 and 0.8, trained on the Facade390 dataset [47], 398 

optimized by AdamW with poly learning rate scheduling for 100 epochs. Facade390 consists 399 

of images of building walls and column cracks captured by UAVs, where image quality may 400 

be affected by distance, blur, and interference from stains, shadows, or joints. 401 

 402 

3.2 AVGS for 3D structure reconstruction  403 

3.2.1 Adaptive viewpoint importance sampling 404 

As mentioned before, the first issue of 3DGS is that random camera sampling may allocate 405 

more training resources to geometrically simple regions, while complex and challenging areas 406 

with higher reconstruction demands remain insufficiently optimized [37]. The proposed AVGS 407 

addresses this through importance-weighted camera selection. For the training camera set 408 

{𝒞1, … , 𝒞𝑀}, each camera 𝒞𝑖 maintains an importance weight 𝑤𝑖 and cumulative loss ℓ𝑖. At the 409 

iteration 𝑘, when camera 𝑖 is sampled, its difficulty score by combining four complementary 410 

indicators is defined by: 411 

𝑠𝑖
(𝑘)

= 0.4ℒ𝑖
recon + 0.3‖∇𝐼𝑖‖ + 0.2𝐶(𝐼𝑖

gt
) + 0.1(1 − 𝐺𝑖),                      (12) 412 

where 𝐼𝑖
gt

 is the image recorded by 𝒞𝑖. Notably, the weights from Eq. (12) reflect each factor's 413 
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relative importance in determining view difficulty. The reconstruction error ℒ𝑖
recon is the most 414 

important factor, receiving the highest weight of 0.4 because it directly measures how poorly 415 

the current model fits this view and serves as the primary indicator of training necessity. The 416 

gradient magnitude, ‖∇𝐼𝑖‖ =
1

𝐻×𝐵
∑  𝑥,𝑦 √(∇𝑥𝐼)2 + (∇𝑦𝐼)

2
, is the second most important factor 417 

with a weight of 0.3. Because it quantifies optimization potential, and large gradients indicate 418 

significant room for improvement, especially at crack boundaries. The texture complexity, 419 

𝐶(𝐼𝑖
gt

), ranks third in importance with a weight of 0.2, capturing the inherent geometric 420 

difficulty regardless of the current reconstruction state, and ensuring complex crack patterns 421 

receive appropriate attention. The geometric consistency, measured as (1 − 𝐺𝑖), is the fourth 422 

most important factor with the lowest weight of 0.1, acting as a supplementary structural 423 

indicator for detecting 3D misalignment. The weights sum to 1.0 to ensure normalized 424 

importance scoring across all cameras.  425 

Specifically, the texture complexity term 𝐶(⋅) from Eq. (12) is defined as: 426 

𝐶(𝐼) =
1

𝐻×𝐵
∑  𝑥,𝑦 √(𝑆𝑥 ∗ 𝐼)2 + (𝑆𝑦 ∗ 𝐼)

2
,                                   (13) 427 

where 𝑆𝑥 = [
−1 0 1
−2 0 2
−1 0 1

]  and 𝑆𝑦 = [
−1 −2 −1
0 0 0
1 2 1

]  are Sobel operators in horizontal and 428 

vertical directions of the image, respectively, to detect high-frequency content. In this paper, 429 

regions with complex cracks can be identified by their sharp changes in intensity at the edges, 430 

which result in Sobel filter values above 0.5. These higher values are caused by the strong 431 

high-frequency features present at crack boundaries. In contrast, smooth concrete surfaces 432 

show little texture variation, so their Sobel magnitudes are typically below 0.1. This difference 433 

in values allows for easy distinguishing between the two types of regions: when the texture 434 

complexity 𝐶  is greater than 0.5, the region contains cracks and is more challenging to 435 

reconstruct, so it should be sampled more frequently. On the other hand, if 𝐶 is less than 0.1, 436 
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the area is largely flat and already well-represented. The geometric consistency score 𝐺𝑖 from 437 

Eq. (12) is:  438 

               𝐺𝑖 =
(2⋅𝑚𝑒𝑎𝑛render𝜇gt+𝑠𝑐1)(2𝜎render,gt+𝑠𝑐2)

(𝑚𝑒𝑎𝑛render
2 +𝑚𝑒𝑎𝑛gt

2 +𝑠𝑐1)(𝜎render
2 +𝜎gt

2 +𝑠𝑐2)
 ,                                   (14) 439 

where 𝑚𝑒𝑎𝑛gt and 𝑚𝑒𝑎𝑛render are the average values of recorded and rendered images, 𝜎gt
2  440 

and 𝜎render
2  are the variance values of recorded and rendered images, and 𝜎render,gt  is the 441 

covariance value between rendered and recorded images. Stability constants are 𝑠𝑐1 = 0.0001 442 

and 𝑠𝑐2 = 0.0009 . These constants prevent division by zero in the SSIM calculation. 443 

Following standard SSIM design [60], 𝑠𝑐₁ = (0.01)² = 0.0001 stabilizes the formula when 444 

images are very dark (𝑚𝑒𝑎𝑛 ≈ 0), and 𝑠𝑐₂ = (0.03)² = 0.0009 handles cases when images 445 

are uniform with no texture variation (𝜎2 ≈  0). The small values ensure they only activate in 446 

extreme edge cases without affecting normal image comparisons. Low 𝐺𝑖  values indicate 447 

structural misalignment even if pixel colors roughly match. This may occur at crack boundaries, 448 

where depth discontinuities may cause view-dependent appearance changes. The term (1 −449 

𝐺𝑖) increases the weight of geometrically inconsistent views, where the optimizer is forced to 450 

resolve 3D inconsistencies rather than only fitting photometric appearance. 451 

    To smooth short-term fluctuations, the cumulative loss is updated using an exponential 452 

moving average: 453 

ℓ𝑖
(𝑘)

= 𝛼ℓ𝑖
(𝑘−1)

+ (1 − 𝛼)𝑠𝑖
(𝑘)

,                                         (15) 454 

with the decay factor 𝛼 set to 0.7 to balance stability and responsiveness. If 𝛼 is too high (for 455 

example, greater than 0.9), the sampler reacts too slowly to real improvements in 456 

reconstruction. If 𝛼 is too low (less than 0.5), it becomes overly sensitive to noise from single 457 

iterations, resulting in instability. By choosing 𝛼 = 0.7, the sampler maintains 70% of its 458 

historical context, which helps it identify views that remain difficult over time. At the same 459 

time, it can adapt to reconstruction progress within 3 to 5 iterations, which matches the usual 460 
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frequency of densification updates. To prevent extreme weight values from completely 461 

excluding certain cameras, weights are normalized every 50 iterations as: 462 

                     𝑤𝑖 = 1 + 2
ℓ𝑖−min(ℓ𝑗)

max(ℓ𝑗) −min(ℓ𝑗)+𝜖
,                                           (16) 463 

where 𝜖 = 10−6 avoids division by zero, constraining 𝑤𝑖 between 1 and 3. This range allows 464 

significant priority adjustment, giving difficult views up to three times the sampling weight 465 

while maintaining diversity.  466 

A critical challenge in engineering inspection is uneven spatial coverage, where hard-to-467 

access areas such as bridge undersides and cooling tower interiors are captured by only 2 to 3 468 

camera viewpoints, whereas easily photographed facades are recorded by more than 20. To 469 

this end, camera positions are binned in spherical coordinates (𝑟𝑖, 𝜃𝑖 , 𝜙𝑖)  where 𝜃𝑖 =470 

arccos (𝑧𝑖/𝑟𝑖) is the polar angle and 𝜙𝑖 = arctan2(𝑦𝑖, 𝑥𝑖) is the azimuthal angle, discretized 471 

into a 10 × 20  grid with 18° resolution to distinguish viewing directions. The threshold 472 

𝑛grid < 3 is set to identify severely under-sampled regions like bridge undersides requiring 473 

compensatory sampling. Under-sampled bins can be updated as: 474 

                      𝑤𝑖 ← 𝑤𝑖 ⋅ max (1,
2

𝑛grid 

)                                            (17) 475 

    Bins with one camera double their weight, while bins with three or more cameras get no 476 

bonus. This prevents blind spots in sparsely covered regions, which would otherwise have 477 

three to five times higher reconstruction error. The final sampling probability is then computed 478 

as: 479 

𝑝𝑟𝑖 =
𝑤𝑖

∑  𝑀
𝑗=1  𝑤𝑗

                                                       (18) 480 

3.2.2 Spatial-aware adaptive densification 481 

The second issue of 3DGS is fixed densification thresholds, which may ignore spatial 482 

heterogeneity in reconstruction difficulty. For instance, a 0.5 mm crack on a 2 m² concrete 483 

panel occupies only 0.025% of the image area but requires a Gaussian density roughly 100 484 
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times higher than smooth regions. Standard 3DGS applies a uniform 𝜏density = 0.005, forcing 485 

a trade-off between under-representing cracks or over-densifying walls [38]. AVGS resolves 486 

this through spatially adaptive thresholds driven by local error statistics. Firstly, the image 487 

plane is partitioned into a 32 × 32 grid, with each cell (𝑏𝑥, 𝑏𝑦) maintaining a sliding window 488 

of 10 recent pixel errors. This grid resolution balances spatial precision for crack localization 489 

with computational efficiency, following similar spatial discretization strategies used in 490 

foundation segmentation models [40], while avoiding the computational overhead of finer 491 

grids such as 64 × 64: 492 

𝜖𝑏𝑥,𝑏𝑦
= mean (|𝐼𝑏𝑥,𝑏𝑦

render − 𝐼𝑏𝑥,𝑏𝑦

gt 
|)                                      (19) 493 

    This spatial discretization allows tracking reconstruction difficulty at sub-image granularity. 494 

The global average error aggregates across space and time:  495 

𝜖‾ =
1

|ℬ|𝐾
∑  (𝑏𝑥,𝑏𝑦)∈ℬ ∑  𝐾

𝑘=1 𝜖𝑏𝑥,𝑏𝑦

(𝑘)
,                                       (20) 496 

where |ℬ| counts non-empty cells. This metric serves as a global scene difficulty indicator. 497 

The adaptive threshold implements a three-regime control policy: 498 

𝜏adaptive = {

0.7𝜏base  if 𝜖‾ > 0.2
1.3𝜏base  if 𝜖‾ < 0.05
𝜏base  otherwise 

,                                      (21) 499 

where the base threshold 𝜏base, is set to 0.005, equal to 𝜏density. Threshold coefficients of 0.7 500 

and 1.3 are selected to distinguish between different levels of reconstruction difficulty. In high-501 

error regions where the average error 𝜖‾  exceeds 0.2, the threshold is reduced to 0.0035, 502 

resulting in about 40% more split or clone operations per iteration to better handle complex 503 

crack boundaries. In low-error regions, with average error below 0.05, the threshold is 504 

increased to 0.0065, limiting densification to the highest-gradient Gaussians and avoiding 505 

unnecessary Gaussian growth in smooth, well-reconstructed surfaces. The boundaries of 0.2 506 
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and 0.05 correspond to normalized pixel errors of 51 out of 255 and 13 out of 255, marking 507 

the difference between visually significant reconstruction failures and near-perfect quality. 508 

   Moreover, multi-view training in 3DGS may introduce additional complexity because wide-509 

baseline views observe the same 3D point from vastly different angles. Therefore, viewpoint 510 

diversity is quantified using unit direction vectors 𝐭̂𝑖 = 𝐜𝐩𝑖/‖𝐜𝐩𝑖‖  where 𝐜𝐩𝑖  is the camera 511 

position. The pairwise angular distance can be expressed as: 512 

Δ𝑖𝑗 = ‖𝐭̂𝑖 − 𝐭̂𝑗‖,                                                       (22) 513 

ranges from 0 (coincident cameras) to 2 (opposite directions). The batch dispersion metric can 514 

be expressed as: 515 

𝐷 = max 
𝑖,𝑗

 Δ𝑖𝑗,                                                       (23) 516 

characterizes the maximum angular span. When 𝐷 > 1  (equivalent to ∼ 120∘  separation, 517 

common in drone aerial surveys), gradient ∇𝜇𝑖
2Dℒ  accumulates contributions from 518 

geometrically inconsistent views. To accommodate this uncertainty, an additional safety factor 519 

is applied: 520 

𝜏final = {
0.5𝜏adaptive  if 𝐷 > 1

𝜏adaptive  otherwise 
,                                        (24) 521 

   Halving the threshold for wide-baseline batches permits more Gaussians to split, providing 522 

sufficient representational capacity for view-dependent effects. The final densification 523 

decision is: 524 

densify(𝚯𝑖) = {
 True  if ‖∇𝜇𝑖

2Dℒ‖ > 𝜏final 

 False  otherwise 
,                            (25) 525 

where the Gaussian parameters 𝚯𝑖 = {𝐱𝑖, 𝐪𝑖, 𝐬𝐟𝑖, 𝛽𝑖, 𝐟𝑖}  contains position, rotation, scale, 526 

opacity, and color features.  527 

3.2.3 Multi-view batch processing and geometric consistency 528 
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3DGS mainly relies on single-view training, which cannot disambiguate geometry, as a dark 529 

linear feature may correspond to a 0.2 mm surface crack, a 2 mm shadow, or sensor noise. 530 

AVGS resolves this through multi-view constraints by sampling 𝑁mv  viewpoints 531 

simultaneously with accumulated loss: 532 

ℒtotal = ∑  
𝑁mv
𝑖=1 [(1 − 𝜆D−SSIM)ℒ1

(𝑖)
+ 𝜆D−SSIMℒD−SSIM

(𝑖)
]                        (26) 533 

Backpropagating through ℒtotal jointly updates all Gaussian parameters to satisfy multiple 534 

viewpoints simultaneously. True 3D cracks preserve epipolar consistency, projecting 535 

coherently in every view, whereas photometric artifacts break this constraint and introduce 536 

conflicting gradients that cancel out during accumulation. Under adaptive sampling, the 537 

corresponding error reduction rate is:  538 

                                  
𝑑ℒ𝑖

𝑑𝑘
= −𝜂 ⋅ 𝑝𝑟𝑖‖∇𝚯ℒ𝑖‖

2,                                                (27) 539 

where learning rate 𝜂 and sampling probability 𝑝𝑟𝑖 jointly determine convergence speed. With 540 

𝑝𝑟𝑖 ∝ ℒ𝑖 The system achieves faster error decay. Multi-view gradients can also prevent 541 

elongated floaters from depth ambiguity, thereby yielding smoother and more accurate steel 542 

truss reconstructions. 543 

 544 

4. Case Studies   545 

In this section, the accuracy of the proposed method is validated through realistic 3D 546 

reconstruction and segmentation of complex cracks and engineering structures. The case 547 

studies presented in this paper include the South Building at the University of North Carolina 548 

at Chapel Hill in North Carolina, United States; the Guokang Road in Shanghai, China; and 549 

the Grand Auditorium of Tongji University in Shanghai, China. Notably, as the greatest 550 

contribution of this paper is the proposed AVGS improved upon 3DGS, a hierarchical 551 

validation strategy is adopted. The first case study uses the South Building at the University of 552 
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North Carolina at Chapel Hill to validate AVGS's accuracy in 3D reconstruction of complex 553 

engineering structures, establishing its effectiveness before proceeding to crack-specific 554 

applications. The second and third case studies then demonstrate the complete pipeline, 555 

primarily crack‑focused validations: fine-tuned SAM first segments crack information from 556 

multi-view 2D images, and AVGS subsequently performs 3D reconstruction of both complex 557 

cracks and engineering structures. This progression from general structure reconstruction to 558 

detailed crack analysis systematically demonstrates the method's capabilities across varying 559 

scales and complexities. It is worth mentioning that, since the segmentation accuracy of fine-560 

tuning SAM has already been thoroughly validated in medical imaging and engineering crack 561 

scenarios [45, 47], additional comparisons with other 2D segmentation methods, are not 562 

conducted. Instead, its accuracy is qualitatively evaluated in the subsequent case studies for 563 

2D crack segmentation before 3D crack reconstruction. AVGS is compared with 3DGS [37] 564 

and MVS [29]. Since the previous study [37] has already shown that 3DGS could achieve 565 

higher reconstruction accuracy and computational efficiency than NeRF, comparisons with 566 

NeRF are not included in this paper. All processing was carried out on a workstation equipped 567 

with an Intel® Core™ i9-14900KF (14th Gen, 24 cores, 32 threads, up to 6.0 GHz), 128 GB 568 

Kingston DDR5-5200 memory, and two NVIDIA RTX 4090 GPUs (24 GB each). For 3D 569 

reconstruction, both 3DGS and AVGS were implemented in Python 3.7.13 using PyTorch 570 

1.12.1 with CUDA 11.6 support, along with torchvision 0.13.1 and torchaudio 0.12.1. The 571 

implementation was built upon the official 3DGS codebase with differential Gaussian 572 

rasterization, and a plyfile was used for point cloud I/O operations. AVGS extended the 573 

baseline 3DGS by incorporating adaptive viewpoint importance sampling, spatially-aware 574 

adaptive densification, and multi-view batch processing with geometric consistency 575 

constraints as developed in Section 3.2. 576 

Notably, 3D segmentation results could be obtained more directly by setting the background 577 
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to pure white during 2D segmentation, thereby retaining only the segmented 3D crack model 578 

in subsequent reconstruction. However, to provide a clearer visual comparison between the 579 

segmented crack and its surrounding engineering structure and environment, the background 580 

is deliberately preserved by marking only the 2D crack regions in red during segmentation. As 581 

a result, the final 3D segmentation outputs include both the red-highlighted target crack and 582 

the complex background, thereby providing a more intuitive demonstration of segmentation 583 

effectiveness. 584 

Moreover, ideally, the reconstructed 3D models should be compared against ground-truth 585 

3D models. However, due to the large scale and complexity of these engineering structures, 586 

obtaining accurate ground-truth models is practically infeasible. Therefore, this study adopts a 587 

widely used evaluation approach from the 3D reconstruction field [37]: the reconstructed 3D 588 

models are projected onto each camera viewpoint to generate 2D rendered images, which are 589 

then compared with the original recorded images using image similarity metrics. 590 

The evaluation metrics used include: 591 

1) L1 Loss: Measures the average absolute difference between pixel values of the 592 

reconstructed and original image views. Smaller values indicate closer similarity. 593 

2) Peak Signal-to-Noise Ratio (PSNR): Quantifies the ratio between the peak signal energy 594 

and the average noise energy in decibels (dB). Higher values indicate better similarity. 595 

3) SSIM: Assesses the structural similarity between reconstructed and original images, 596 

ranging from 0 to 1. Values closer to 1 indicate greater similarity. 597 

For each metric, results are averaged across all views by comparing all original recorded 598 

images with the corresponding rendered images produced by projecting the reconstructed 3D 599 

models. 600 

Furthermore, this study primarily focuses on the 3D scene reconstruction of cracks and 601 

engineering structures, rather than the quantitative calculation of 3D crack width. The 3D crack 602 



 26 

width can be obtained by measuring distances in 2D segmented images and projecting these 603 

measurements into 3D space using the camera projection matrix [4], or by directly calculating 604 

the distance between points in the reconstructed 3D point cloud. Therefore, accurate 3D scene 605 

reconstruction provides the essential basis for these subsequent quantitative analyses. 606 

 607 

4.1 Case study: South Building  608 

The South Building at the University of North Carolina at Chapel Hill is an important facility 609 

used for dormitories, classrooms, and as a meeting space for North Carolina’s oldest debating 610 

societies. The building comprises four floors and covers approximately 2,300 square meters. 611 

For this study, 128 images with a resolution of 3072×2304 pixels were captured from different 612 

positions around the building. Given the large image resolution and substantial number of 613 

images, all images are downsampled to a maximum dimension of 1600 pixels during training 614 

to reduce computational complexity while maintaining sufficient detail for reconstruction. 615 

 616 

Fig.3. Initial sparse 3D point cloud, and related camera positions and poses generated by 617 

SfM. 618 
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As mentioned before, in this case study, the primary aim is to verify the accuracy of the 619 

proposed AVGS, enhanced by 3DGS, for 3D complex structure reconstruction, which is an 620 

important basis for 3D crack segmentation and reconstruction. Also, as previously described, 621 

the South Building at the University of North Carolina at Chapel Hill is a large and structurally 622 

complex engineering facility, which makes it an ideal subject for validating the method’s 623 

ability to capture 3D intricate architectural details. Because the images were captured from a 624 

distance, they only show the overall geometry of the building, with few or no visible cracks. 625 

Therefore, this case is quite suitable only for evaluating AVGS performance in general 3D 626 

structure reconstruction, not for crack detection or segmentation. To generate dense point 627 

clouds using MVS, 3DGS, and AVGS, these images are firstly processed by SfM, to produce 628 

a sparse 3D point cloud with camera positions and orientations as shown in Fig. 3(a). 629 

Firstly, based on the initial results shown in Fig. 3(a), MVS, 3DGS, and AVGS are each 630 

applied to reconstruct the 3D dense models of the South Building. For brevity, only the 3D 631 

reconstruction results generated by 3DGS and AVGS at the 45,000th iteration are presented 632 

in the qualitative comparisons in Fig. 4. The results demonstrate that all three methods, MVS, 633 

3DGS, and AVGS, successfully produce clear and detailed 3D dense point clouds, accurately 634 

representing both the overall geometry and surface textures of the South Building. However, 635 

the 3D model produced by MVS shows limited detail, as especially indicated in the zoomed 636 

yellow boxes in Figs. 4(a) and 4(d). It can be seen that white noise points are present around 637 

the windows for all camera views, making fine textures and shapes difficult to distinguish. 638 

Additionally, features such as windows are not well represented in the 3D reconstruction. In 639 

contrast, the 3D models reconstructed by 3DGS and AVGS appear highly realistic and closely 640 

match the actual structure, as shown in Figs. 4(b), 4(c), 4(e), and 4(f). Both methods preserve 641 

not only the overall geometry but also capture detailed features such as the windows, as 642 

highlighted in the zoomed-in yellow boxes. However, as observed more specifically, the 3D 643 
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model generated by AVGS is more realistic, with richer window details. The model generated 644 

by 3DGS, especially near the boundaries between trees and windows, shows significant 645 

blurring and artifacts. In contrast, the 3D model generated by AVGS maintains high fidelity 646 

and preserves fine details in these challenging areas, as shown in the yellow zoom-in boxes. 647 

Moreover, quantitative comparisons of the 3D models generated by 3DGS and AVGS at 648 

various iterations are presented in Fig. 5. The 3D model produced by MVS is excluded from 649 

these comparisons, as its quality is determined to be significantly lower than that of 3DGS 650 

and AVGS, as previously demonstrated in Fig. 4. To capture the progression throughout the 651 

iterative process, four representative iteration steps are selected: the 10,000th, 25,000th, 652 

35,000th, and 45,000th. As shown in Fig. 5, lower L1 Loss values and both higher PSNR and 653 

SSIM scores are consistently achieved with AVGS compared to 3DGS across all iterations. 654 

Furthermore, the performance gap between the two methods is observed to widen as the 655 

number of iterations increases. This is because AVGS addresses three key limitations of 656 

3DGS when reconstructing 3D complex structures. First, adaptive importance sampling 657 

allocates more training to complex engineering structures and challenging regions, such as 658 

the boundaries between windows and adjacent trees, rather than oversampling well-converged 659 

smooth surfaces. Second, spatially aware densification applies dynamic thresholds, thereby 660 

enabling denser Gaussian representations in high-error zones and more efficient memory use 661 

elsewhere. Third, multi-view batch processing enforces geometric consistency, thereby 662 

improving discrimination between true engineering structure details and image artifacts, and 663 

thereby significantly reducing false positives. 664 

 665 
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 666 

Fig.4. Reconstructed 3D models of the South Building generated by MVS, 3DGS at the 667 

45,000th iteration, and AVGS at the 45,000th iteration. Yellow insets show zoomed-in views 668 

of window frames and tree-building boundaries, highlighting the reconstruction quality of 669 

architectural details. 670 
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               671 

Fig.5. Quantitative comparisons of reconstructed 3D structural models of the South Building 672 

generated by 3DGS and AVGS, at different iterations.   673 



 31 

To evaluate AVGS's practical applicability, computational cost, and efficiency are 674 

compared with 3DGS in the South Building case, as shown in Fig. 6. Fig. 6(a) demonstrates 675 

nearly identical training times, both requiring approximately 2100 seconds for 45,000 676 

iterations, indicating negligible computational overhead. Fig. 6(b) shows GPU memory usage 677 

over iterations. AVGS exhibits slightly higher consumption, with peak usage reaching 678 

approximately 17,000 MB compared to 3DGS's 15,500 MB during densification. This modest 679 

increase results from adaptive densification, allocating more Gaussians to complex regions, 680 

but it remains within modern GPU capacity. Fig. 6(c) presents the Gaussian count evolution. 681 

AVGS converges to approximately 1.7 million Gaussians, a 50% increase over 3DGS's 1.1 682 

million. This higher density contributes to superior reconstruction quality, as spatially-aware 683 

densification strategically allocates Gaussians to challenging regions while maintaining 684 

efficiency elsewhere. Both methods stabilize after approximately 15,000 iterations. These 685 

results show AVGS achieves significant improvements with acceptable costs, demonstrating 686 

feasibility for reconstructing practical engineering structures. 687 

 688 

4.2 Case study: Guokang Road 689 

Guokang Road is an east–west thoroughfare located in the Yangpu District of Shanghai, China, 690 

extending from Siping Road in the east to Zhongshan North Second Road in the west. The 691 

southern side of Guokang Road borders Tongji University. Originally planned as part of the 692 

Greater Shanghai Plan by the National Government in 1932 and officially named Guokang 693 

Road at that time, the road surface was paved with asphalt in 1980. For this study, 23 images 694 

with a resolution of 3840×2160 pixels were collected along Guokang Road.  695 

 696 
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 697 

Fig.6. Computation cost and efficiency comparisons of 3DGS and AVGS, in the case of the 698 

South Building. 699 

 700 
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To generate dense point clouds using MVS, 3DGS, and AVGS, these images are first 701 

processed by SfM to produce a sparse 3D point cloud with associated camera positions and 702 

orientations, as shown in Fig. 3(b). As previously mentioned, this paper does not conduct 703 

additional quantitative comparisons of the fine-tuned SAM against traditional segmentation 704 

methods. However, to demonstrate the application of fine-tuned SAM in practical engineering 705 

applications, qualitative segmentation results are provided. For Guokang Road, these results 706 

are shown in Fig. 7. To save pages, only three representative images and their corresponding 707 

binarized segmented crack masks are shown. It is observed that, in all three images, fine-tuned 708 

SAM can clearly segment the corresponding cracks, even in regions that are extremely fine 709 

and barely visible to the naked eye. Specifically, in the areas marked by yellow ellipses, fine-710 

tuned SAM successfully identifies and segments cracks that are otherwise difficult to detect, 711 

demonstrating its effectiveness in practical engineering applications. Next, based on the initial 712 

outputs in Fig. 3(b), MVS, 3DGS, and AVGS are used to reconstruct 3D dense models of the 713 

Guokang Road with prior segmentation of the multi-view 2D images by fine-tuned SAM 714 

shown in Fig. 7. For brevity, only the 3D results from 3DGS and AVGS at the 35,000th 715 

iteration are included in the qualitative comparisons presented in Fig. 8. Notably, in the 716 

Guokang Road case, the structural scale is much smaller than that of the South Building. 717 

Therefore, the maximum number of training iterations is set to 35,000 rather than 45,000. It is 718 

found that, because only 23 images were recorded for Guokang Road, which is much fewer 719 

than for the South Building, the 3D model reconstructed by MVS appears extremely sparse 720 

and most crack information is missing, as shown in Figs. 8(a) and 8(d). In contrast, both 3DGS 721 

and AVGS produce highly realistic 3D reconstructions of the structure and cracks, preserving 722 

very fine details, as shown in Figs. 8(b), 8(c), 8(e), and 8(f). However, the 3D model generated 723 

by AVGS shows more crack details. As shown in the zoomed-in yellow boxes, AVGS can 724 

realistically reconstruct even the very small cracks with high accuracy and fine details. This is 725 
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also because AVGS improves upon 3DGS in three ways. More training is directed to small 726 

cracks and challenging boundary regions on the road surface, rather than smooth areas. 727 

Dynamic thresholds in the densification process increase Gaussian density in regions with 728 

higher reconstruction errors and conserve memory in less complex areas. In addition, enforcing 729 

geometric consistency across multiple views improves the separation of actual crack details 730 

from artifacts, which reduces the false positive rate. 731 

 732 

Fig.7. Selected images and corresponding segmented crack masks using fine-tuned SAM 733 

in the case of the Guokang Road. Yellow ellipses highlight extremely fine crack regions 734 

that are barely visible to the naked eye but successfully identified by fine-tuned SAM. 735 



 35 

 736 

Fig.8. Reconstructed 3D models of the Guokang Road generated by MVS, 3DGS at the 737 

35,000th iteration, and AVGS at the 35,000th iteration. Yellow insets show zoomed-in views 738 

of narrow crack patterns on the road surface, demonstrating reconstruction fidelity of fine 739 

crack features. 740 

 741 

 742 

 743 

 744 

 745 
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 746 

Fig.9. Quantitative comparisons of reconstructed 3D structural and crack models of the 747 

Guokang Road generated by 3DGS and AVGS, at different iterations. 748 



 37 

 749 

Fig.10. Computation cost and efficiency comparisons of 3DGS and AVGS, in the case of the 750 

Guokang Road. 751 
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 752 

Fig.11. Quantitative assessments of segmented and reconstructed 3D crack model in the 753 

case of the Guokang Road, using fine-tuned SAM and AVGS.   754 

Quantitative comparisons of the 3D models reconstructed by 3DGS and AVGS at different 755 

iterations are shown in Fig. 9. The MVS model is also excluded from these comparisons 756 

because its quality is much lower, as shown in Fig. 8. Results at three representative iteration 757 

steps are presented: 10,000, 25,000, and 35,000. AVGS consistently achieves lower L1 loss 758 

and higher PSNR and SSIM scores than 3DGS, with the performance gap increasing over 759 

additional iterations. It should be emphasized that both 3DGS and AVGS demonstrate highly 760 

accurate 3D reconstruction of complex engineering structures and cracks in the Guokang Road 761 

case. For example, at the 35,000th iteration, 3DGS achieves a PSNR of 37.17 dB, while AVGS 762 

reaches 40.68 dB. These results are noteworthy not only in the field of civil engineering but 763 

also in the field of 3D reconstruction [37]. 764 

Then computational efficiency is evaluated in the Guokang Road case. Fig. 10 presents 765 

computational cost and efficiency comparisons between 3DGS and AVGS. Similar to the 766 

South Building case, Fig. 10(a) shows AVGS requires slightly more training time than 3DGS, 767 

approximately 6000 seconds versus 4700 seconds for 35,000 iterations. Fig. 10(b) 768 
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demonstrates AVGS exhibits higher GPU memory consumption with peak usage around 769 

23,000 MB compared to 3DGS's 18,000 MB, resulting from increased Gaussian allocation to 770 

fine crack regions. Fig. 10(c) shows AVGS converges to approximately 5.1 million Gaussians, 771 

substantially exceeding 3DGS's 2.1 million, thereby enabling superior representation of 772 

complex crack details. 773 

Although AVGS demonstrates superior reconstruction quality over 3DGS in the Guokang 774 

Road case as shown in previous qualitative and quantitative comparisons, it is essential to 775 

further validate the segmentation and reconstruction accuracy of the 3D crack model using 776 

crack-aware metrics of precision and recall. Fig. 11 presents quantitative assessments across 777 

all camera viewpoints. The reconstructed 3D crack model is projected onto each camera view, 778 

and the rendered segmented crack masks are compared with ground-truth 2D crack masks. 779 

Precision measures the proportion of correctly identified crack pixels among all pixels 780 

classified as cracks, while recall quantifies the proportion of actual crack pixels successfully 781 

detected. Results demonstrate consistently high performance across all 23 views, with recall 782 

values ranging from 79% to 95% and precision values ranging from 83% to 94%. Average 783 

precision reaches 90.95% and average recall achieves 88.89%, suggesting AVGS accurately 784 

reconstructs 3D crack geometry while maintaining spatial consistency across multiple 785 

viewpoints. The stable performance across different viewing angles validates the effectiveness 786 

of multi-view geometric consistency in distinguishing true crack features from artifacts. 787 

 788 

4.3 Case study: the Grand Auditorium of Tongji University  789 

The Grand Auditorium of Tongji University was completed in 1962 and is designated as one 790 

of Shanghai's Outstanding Historical Buildings. Located at the center of the Tongji University 791 

campus, the building adopts a prefabricated integral reinforced concrete grid structure with a 792 

total construction area of 7,000 square meters. In this section, the analyzed structure 793 
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component with cracks is a reinforced concrete arch located at the north entrance of the Grand 794 

Auditorium. For this study, 21 images with a resolution of 3840×2160 pixels were captured 795 

from various positions around the reinforced concrete arch. To generate dense point clouds 796 

using MVS, 3DGS, and AVGS, these images are firstly processed by SfM to produce a sparse 797 

3D point cloud with camera positions and orientations, as shown in Fig. 3(c).  798 

As with the case of Guokang Road, qualitative segmentation results produced by the fine-799 

tuned SAM are also provided for the reinforced concrete arch at the north entrance of the Grand 800 

Auditorium of Tongji University. For this structure, three representative images and their 801 

corresponding binarized segmented crack masks are shown in Fig. 12. For the reinforced 802 

concrete arch, the fine-tuned SAM can quite accurately segment the cracks in all three images, 803 

including those barely visible to the naked eye. The regions highlighted by yellow ellipses 804 

illustrate that even subtle cracks are correctly identified, demonstrating the robustness of the 805 

fine-tuned SAM for practical engineering structures. Then, based on the initial outputs shown 806 

in Fig. 3(c), MVS, 3DGS, and AVGS are used to reconstruct 3D dense models of the reinforced 807 

concrete arch at the north entrance of the Grand Auditorium of Tongji University, following 808 

prior segmentation of the multi-view 2D images by the fine-tuned SAM shown in Fig. 12. 809 

Consistent with the Guokang Road case, as the structural scale is much smaller than that of the 810 

South Building, the maximum number of training iterations is set to 35,000. As shown in Fig. 811 

13, the 3D model generated by MVS is extremely sparse, and most crack and structure 812 

information is not reconstructed. Both 3DGS and AVGS produce realistic 3D models of the 813 

reinforced concrete arch, accurately representing the overall structure and most of the surface 814 

features. However, in the specific regions marked by the zoomed-in yellow boxes, noticeable 815 

differences appear. 3DGS is unable to reconstruct many of the fine cracks in these areas, and 816 

some small cracks are almost invisible in the 3DGS reconstruction. In contrast, AVGS can 817 

reconstruct and reveal even the very small cracks clearly, providing a more detailed and 818 
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complete representation of the cracks on the concrete arch. Such detailed 3D crack 819 

reconstruction is crucial for accurately assessing the actual condition of the reinforced concrete 820 

arch, and therefore essential for its effective SHM. This improvement is also primarily due to 821 

AVGS's adaptive sampling and dynamic densification, which focus more computational 822 

resources on complex or crack-rich regions. By also enforcing geometric consistency across 823 

views, AVGS is better able to capture subtle and narrow cracks in reinforced concrete arches, 824 

resulting in a more detailed and reliable reconstruction.       825 

Quantitative comparisons of the 3D models reconstructed by 3DGS and AVGS at different 826 

iterations are shown in Fig. 14. The MVS model is excluded from these comparisons due to 827 

its much lower quality, as shown in Fig. 13. Results for three representative iteration steps at 828 

10,000, 25,000, and 35,000 iterations show that AVGS achieves lower L1 loss and higher 829 

PSNR and SSIM values than 3DGS, and the performance gap increases as the number of 830 

iterations grows. Notably, at the 35,000th iteration, 3DGS achieves a PSNR of only 33.77 dB, 831 

while AVGS reaches 37.27 dB. This high level of reconstruction quality with AVGS is 832 

remarkable in both the civil engineering and the 3D reconstruction fields [37]. 833 

 834 
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 835 

Fig.12. Selected images and corresponding segmented crack masks using the fine-tuned SAM 836 

in the case of the reinforced concrete arch of the Grand Auditorium of Tongji University.  837 

Yellow ellipses highlight subtle crack regions that are barely visible in the original images but 838 

accurately segmented by fine-tuned SAM. 839 

 840 

 841 

 842 
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 843 

Fig.13. Reconstructed 3D models of the reinforced concrete arch of the Grand Auditorium of 844 

Tongji University generated by MVS, 3DGS at the 35,000th iteration, and AVGS at the 35,000th 845 

iteration. Yellow insets show zoomed-in views of small crack details on the concrete arch 846 

surface, revealing reconstruction capability for fine crack geometry. 847 

 848 

 849 

 850 

 851 

 852 
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 853 

Fig.14. Quantitative comparisons of reconstructed 3D structural and crack models of the Grand 854 

Auditorium of Tongji University generated by 3DGS and AVGS, at different iterations. 855 
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 856 

Fig.15. Computation cost and efficiency comparisons of 3DGS and AVGS, in the case of the 857 

Grand Auditorium of Tongji University. 858 
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 859 

Fig.16. Quantitative assessments of segmented and reconstructed 3D crack model, in the 860 

case of the Grand Auditorium of Tongji University, using fine-tuned SAM and AVGS.   861 

Then computational efficiency is evaluated in the Grand Auditorium of Tongji University 862 

case. Fig. 15 presents computational cost and efficiency comparisons between 3DGS and 863 

AVGS. Similar to previous cases, Fig. 15(a) shows nearly identical training times for both 864 

methods, with AVGS requiring approximately 5500 seconds for 35,000 iterations, indicating 865 

additional negligible computational overhead. Fig. 15(b) demonstrates that AVGS exhibits 866 

higher GPU memory consumption, with peak usage reaching approximately 23,000 MB 867 

compared to 3DGS's 13,000 MB, resulting from increased Gaussian allocation to fine crack 868 

regions on the reinforced concrete arch. Fig. 15(c) shows AVGS converges to approximately 869 

1.9 million Gaussians, substantially exceeding 3DGS's 0.75 million, enabling superior 870 

representation of complex crack details on the arch surface. 871 

Although AVGS demonstrates superior reconstruction quality over 3DGS in the Grand 872 

Auditorium case, it is essential to further validate the segmentation and reconstruction 873 

accuracy of the 3D crack model using crack-aware metrics. Fig. 16 presents quantitative 874 

assessments across all 21 camera viewpoints, where the reconstructed 3D crack model is 875 
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projected onto each view and compared with ground-truth 2D crack masks. Results 876 

demonstrate consistently high performance across all views, with precision and recall values 877 

maintaining stable levels throughout different viewing angles. Average precision reaches 878 

84.66% and average recall achieves 88.96%. The slightly lower precision compared to the 879 

Guokang Road case (90.95%) reflects the increased complexity of the reinforced concrete arch 880 

structure, where irregular surface geometry and more challenging geometry conditions 881 

introduce additional reconstruction difficulty. Nevertheless, the stable performance indicates 882 

AVGS accurately reconstructs 3D crack geometry while maintaining spatial consistency 883 

across multiple viewpoints. 884 

 885 

4.4 Sensitivity Analysis and Ablation Studies of AVGS 886 

In this section, to systematically evaluate the effectiveness of each proposed component within 887 

AVGS as an enhancement over standard 3DGS, comprehensive sensitivity analyses and 888 

ablation studies are performed. Given that these analyses necessitate multiple iterations of 3D 889 

reconstruction using AVGS, which demands substantial computational resources and 890 

processing time, only the image data from the South Building case study are utilized. To further 891 

reduce computational complexity, the images were downsampled by a factor of 8, and the total 892 

training iterations were set to 10,000. 893 

   To validate the sensitivity of the proposed adaptive viewpoint importance sampling 894 

mechanism and determine the optimal weight distribution among the four difficulty indicators, 895 

reconstruction error, gradient magnitude, texture complexity, and geometric consistency in Eq. 896 

(12), a series of sensitivity analyses are conducted using different view score weight 897 

configurations. As shown in Table.1, six distinct weight schemes are evaluated to 898 

systematically assess each component's contribution to reconstruction quality. The Uniform 899 

configuration assigns equal weights of 0.25 to all indicators, serving as a baseline to test 900 
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whether differentiated weighting is necessary. The Error only configuration uses a weight of 901 

1.0 solely for reconstruction error to examine if a single indicator suffices. The Error + 902 

Gradient scheme distributes weights equally at 0.5 between error and gradient to assess their 903 

combined effect while neglecting texture and geometric factors. The No Texture and No 904 

Geometry configurations exclude texture complexity and geometric consistency respectively, 905 

to evaluate the necessity of each component. The Proposed configuration implements weights 906 

of 0.4, 0.3, 0.2, and 0.1 based on theoretical analysis of each indicator's relative importance in 907 

determining view difficulty, as illustrated in Section 3.2.1. Results demonstrate that the 908 

Proposed configuration achieves superior performance with L1 Loss of 0.0421, PSNR of 909 

24.0498 dB, and SSIM of 0.8667. The Uniform configuration yields suboptimal results at L1 910 

Loss of 0.0449 and PSNR of 23.1962 dB, indicating that equal weighting fails to accurately 911 

capture indicator importance. The Error only configuration shows minimal improvement, 912 

indicating that reconstruction error alone is insufficient. The No Texture configuration 913 

performs particularly poorly at L1 Loss of 0.0453, highlighting the critical role of texture 914 

complexity in identifying challenging regions such as crack boundaries. These findings 915 

validate the proposed weight distribution, suggesting its effectiveness in guiding adaptive 916 

viewpoint sampling for enhanced reconstruction quality. 917 

Table. 1. Sensitivity analyses of AVGS using different view score weight configurations. 918 

 919 

Weight Configuration Error  Gradient Texture Geometry L1 Loss PSNR SSIM 

Uniform 0.25 0.25 0.25 0.25 0.0449 23.1962 0.8632 

Error only 1.0 0 0 0 0.0449 23.3004 0.8626 

Error + Gradient 0.5 0.5 0 0 0.0444 23.7369 0.8628 

No Texture 0.5 0.375 0 0.125 0.0453 23.2584 0.8625 

No Geometry 0.44 0.33 0.22 0 0.0431 23.7041 0.8664 

Proposed  0.4 0.3 0.2 0.1 0.0421 24.0498 0.8667 
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To validate the threshold coefficients in the spatially-aware adaptive densification 920 

mechanism defined in Eq. (21), three different parameter configurations are evaluated. The 921 

adaptive threshold adjusts based on global reconstruction error, where high-error regions 922 

require lower thresholds to enable more densification, while low-error regions need higher 923 

thresholds to prevent unnecessary Gaussian growth. As shown in Table. 2, the Aggressive 924 

configuration uses factors of 0.5 and 1.5, the Conservative configuration employs factors of 925 

0.9 and 1.1, and the Proposed configuration implements factors of 0.7 and 1.3. The Aggressive 926 

configuration uses factors of 0.5 and 1.5 to test maximum threshold variation. The 927 

Conservative configuration employs factors of 0.9 and 1.1 to examine minimal adjustment 928 

effects. The Proposed configuration implements factors of 0.7 and 1.3 to balance adaptivity 929 

and stability. Results demonstrate that the Proposed configuration achieves optimal 930 

performance with L1 Loss of 0.0421, PSNR of 24.0498 dB, and SSIM of 0.8667. The 931 

Aggressive configuration yields the poorest results at L1 Loss of 0.0478 and PSNR of 22.7361 932 

dB, indicating that excessive threshold variation destabilizes optimization and leads to either 933 

over-densification in smooth regions or premature convergence in complex areas. The 934 

Conservative configuration shows moderate improvement with PSNR of 23.5609 dB, but its 935 

limited adaptivity fails to adequately address spatial heterogeneity in reconstruction difficulty. 936 

These findings validate the proposed threshold factors of 0.7 and 1.3, indicating their 937 

effectiveness in balancing spatial adaptivity and optimization stability for enhanced 938 

reconstruction quality. 939 

Table. 2. Sensitivity analyses of AVGS using different threshold configurations. 940 

 941 

 942 

 943 

 944 

Threshold Configuration Parameters (High/Low Factor)  L1 Loss PSNR SSIM 

Aggressive 0.5/1.5 0.0478 22.7361 0.8639 

Conservative 0.9/1.1 0.0440 23.5609 0.8671 

Proposed  0.7/1.3 0.0421 24.0498 0.8667 
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To systematically evaluate the contribution of each proposed component, an ablation study 945 

is conducted by progressively adding modules to baseline 3DGS. As shown in Fig. 17, five 946 

configurations are tested: Baseline 3DGS represents standard 3DGS without modifications. 947 

Adaptive sampling only incorporates only the adaptive viewpoint importance sampling 948 

mechanism that prioritizes challenging views. Densification only implements only the 949 

spatially-aware adaptive densification with dynamic thresholds. Multiview loss only applies 950 

only the multi-view batch processing with geometric consistency constraints. Full AVGS 951 

integrates all three components. Results demonstrate that each component improves 952 

performance over baseline 3DGS. The adaptive sampling only variant achieves L1 Loss of 953 

0.0447 and PSNR of 23.3161 dB, showing moderate improvement by directing training toward 954 

challenging regions. The densification only variant yields substantial gains with L1 Loss of 955 

0.0415 and PSNR of 23.9869 dB, indicating spatially adaptive thresholds effectively capture 956 

complex features while avoiding over-densification. The Multiview loss only variant attains 957 

L1 Loss of 0.0441 and PSNR of 23.6562 dB, demonstrating that geometric consistency 958 

constraints help distinguish true structures from artifacts. The full AVGS configuration 959 

achieves the best performance with L1 Loss of 0.0421, PSNR of 24.0498 dB, and SSIM of 960 

0.8667, surpassing all individual variants. This validates the synergistic effect where adaptive 961 

sampling ensures adequate training for challenging views, adaptive densification allocates 962 

Gaussian primitives efficiently, and multi-view consistency enforces geometric correctness. 963 

These findings indicate that each component addresses distinct limitations of standard 3DGS, 964 

and their integration is essential for optimal reconstruction quality. 965 
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 966 

Fig.17. Ablation studies of AVGS using different components.  967 

 968 
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5. Conclusions  969 

This paper proposes a computer vision-based method to segment and reconstruct 3D complex 970 

engineering cracks realistically. Firstly, in the 2D domain, the fine-tuning SAM is introduced 971 

to segment crack regions from 2D multi-view images. Then, in the 3D domain, AVGS is 972 

proposed to reconstruct and segment 3D complex cracks and engineering structures. The 973 

proposed approach has been applied to three practical engineering structures: 974 

(1) When used to reconstruct the complex South Building, AVGS achieves a PSNR of 975 

approximately 26 dB.  976 

(2) For Guokang Road and the Grand Auditorium of Tongji University, which contain fine 977 

cracks and complex engineering details, PSNR values ranged from 37 to 40 dB, indicating 978 

great reconstruction performance for both cracks and structures.  979 

In future work, several directions will be explored to enhance the method's applicability. 980 

These include handling challenging environmental conditions such as extreme lighting 981 

variations and occlusions, integrating with real-time robotic platforms like UAVs for dynamic 982 

on-site inspection, incorporating multi-modal sensor data such as thermal imaging or LiDAR 983 

to improve robustness in textureless regions, and developing scalability enhancements for 984 

large-scale infrastructure networks where computational efficiency is critical for practical 985 

deployment. 986 
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